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Aluminium roll jacketing 
Moisture Barrier Backed 
 
 
 
General description          
 
Insu-W-Rapid Aluminium Roll Jacketing is manufactured from alloys conforming to 
the ASTM B-209 designation with half hard temper. It is available in a smooth mill 
finish or a stucco embossed pattern, and can be supplied with 3/16” transverse 
corrugation or a 3/16” circumferential corrugation to add strength and enhance 
mechanical properties. 
 
The aluminium roll jacketing can also be supplied with a clear or colored outer 
coating, on epoxy, modified polyester or polyvinyldifluoride basis, to enhance the 
surface emmissivity, which can reduce the required insulation thickness for cold 
insulation. 
 
Mill certificates can be supplied with each delivery.  
 
Moisture Barriers           
 
General: a moisture barrier on sheet metal cladding prevents moisture and 
corrosives in the insulation from coming into direct contact with the metal jacketing 
surface which can cause galvanic and chemical corrosion. 
 
 

Polykraft Moisture Barrier 
 
Polykraft Moisture Barrier consists 
of one layer of 25 microns thick 
(one mil) polyethylene film with a 
protective layer of 40 pound virgin 
kraft paper. The polykraft is 
attached to the jacketing by 
continuous lamination to the full 
width of the metal. 
 
 
Polysurlyn Moisture Barrier 
 
Polysurlyn is a co-extrusion of 
polyethylene and Dupont Surlyn® 
with a total thickness of 78 microns 
(3 mil). Is is superior in 
performance to the Polykraft 
Moisture Barrier. 
 

 

Special note:- 
A special moisture barrier consisting of a lamination of polyethylene and a bright aluminium foil to BS 
476, Part 7, Class 1 is available upon request. This aluminium foil can enhance the insulation system 
because it reflects heat radiation. 
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Physical & Mechanical properties        
 
The aluminium roll jacketing conforms to ASTM B-209. Material can also be supplied 
against other (e.g. European) standards  
 
Common alloys used for aluminium roll jacketing are for example 3105, 3003, 
3005, 1050 and 5754. 
 
Dimensions and Packaging         
 
Standard dimensions are 1000mm(w) in thicknesses of 0.4, 0.5, 0.6, 0.7, 0.8, 0.9, 
1.0 and 1.2mm. 
 
Any other thickness can be supplied upon request. 
 
Material supplied in coils of 150 kgs, 500 kgs and 1000 kgs, packed either eye to 
sky on pallets or eye to side on skids. 
 
Special dimensions and other corrugations – such as ¾” deep and 3” pitch - are 
avalaible upon request. 


